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OPERATION
CONTROLS AND CONNECTIONS
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. MICROPHONE JACK ; Used o comnect |'ui¢|up|aur|c for woice

ELITERE,

. ON/OFF WOLUME CONTROL - Turn clockwisa to apply power

1 tha radie and 10 881 the desired listening, level.

SQUELCH CONTROL : This control 1z uzed to contral ar eliminata
recever background noisz in the absence of incoming signal. For
imaximen  receiver sensilivity, it is desiced  that  the contrel be
adjusted only to the point whare the receiver  backpround nedse iz
eliminated. Turn fully counterclockwise, then slowly clockwize wntil
the receiver noise djsa[}'peam Any signal 1o be recarved muesl noa e
shightly stronger than the average received noisz. Further clockwisa
rotation will increase the threshold level wlech a signal must
overcome in arder to be heard Only strang signal will be heard ai a
asinun cleckwise satting,

WEATHER CHANNEL SELECTOR : This switch selects ong of
The S, MOMAA Weatherband broadeas) stations.

CHANNMEL SELECTOR : Ths control is used to select a desired
transmit and receive channel
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FRONT PANEL METER : The Front Pamel Meter allows the user 1o
menitor signal strength, RF oulpel power and SWR levs]

- CBAWEATHER SWITCH | Swatch to WX position to receive
Weatherband brosskaist  or switeh 1o OF position for normal CB
aperation. { The radio will nol fransmit in the weatherband maode )

CHANNEL DISPLAY - The channel dizplay indicates the currenl
selected channel.

TXRXWX LED © This indicator will light red when in the teansmut
mode, green for recetve meds and yellow for Wearther mode.
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& iy #NTFNNA This jack acoepts 30 chm coaxial cable with a PL-28%

lype plug

WER . TE% sepis 13.8VOC power cable with Buili-in fuse. The
power Ct}fﬂa ded with the radio has a black and rod wire. The
I}kit.‘kgﬁ@zN egative and the rad 2025 10 posilive.

3 FQT%AL SPEAKER : This jack accepts 4 to % obm, § war
/&benﬁ;ﬂ speaker. When 1he external speaker 35 connocred o this jack,
\‘hé/bulll in spegker will be disalled
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