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5 The wires must now be solderad ra the ping as indicated in the above

winng, tables. If a vise or clamping tool 15 avinlable it should b used to
hold the pin recepracle bady during the saldering operation, so that both
handz are free to perform the saldenmng, [fa vise or clamping, tool 15 not
availzbla, tha pin recapiacle body can be held in 2 stationary position by
insertimg it ot e mierophons jack on the from panel. The ouwmbers of
the micraphons plug are shown in Figure 3, as viewed fram the kack of
e plug Before soldering the wire 1o the pins, pretin the ware
receptacle of each pin of the plug,
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Fig 3. Microphons pin numbers

6. Be sure that tha housing and the knurlad ring of Figurs 2 are pushad

-

back onwe the microphone cable before starting we solder, 11 the washer
is mot captive to the pin recepiacls body, make sure that it is placed on
the threaded portion of the pin receptacls body before soldering,

I the microphone jack is vsed o hold the pin recepiacle during
soldering oparation, best resulis are obizined when the connections to
pin 1 oand 3 are mads Oest and then the connections 10 ping 2, 4 and 5.
Use a minimum amount of soldering and be careful to prevant excessive

salder accumulation an pins, which could cause a shont batwesn the pin
and the micraphane plug howsing,
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10 Upon completion of the micreplone plug w//

A When all soldenng connections to the pms of the microphens are
completed, push the knurled ring and the housing forward and serew
tha housing, onto (e (heeaded portion of the pin receplacle body, Note
the location of the screw clearance hole m the plug housing with
ragpect 10 the thesaded hole in the pin recaptacle body, When 1he
howsing, is conipletely threaded into the pim receplacle body, & final
fraction of a tum either clockwizz or caunterclockwize may be requirad
te align the serew hele wath the threaded hole 1 the pin recoptacie
body. Wian thesa ara alignad, the retaining screw is than serewad into
place to secure the housing o the pin receptacle body.

. The twa cable clamp retainer screws should now be tightened to
sacure the housing o 1he microphone card. I the cotting diracrions
have been carsfully followed, the cable clamp
msulation jacke of the microphones cable
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the micraphone plug in the transc2iy ‘\/\ //\
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