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CMIC GAIN CONTROL : Adjusts the microphons gain in the transmil
and PA modes. This contrals the gain to the extent that fll wlk power
iz available several inches away from the mocrophens In the Publc
Address (PA) mede. the contre] fuictions as the volume contrel

£, S-RFESWR/CAL SWITCH : This is a three function switeh, In the
S-RF posilion, fhe metar will indicate the strength of the signal being
received, as well as the relative RF output of transnmssion When
calibrating the 3WR meter, vou nead to put [his switch in the CAL
position. To use the meter to measure the standing woave ralio, urn the
switch to the 3WE positian

-

L MODE CONTROL : This contral  allows you to select ons of the
following operating modas ; LSB/AMUSE.

8. CLARIFY CONTROL : Allows tuning of the regeive frequancy above
ar below the channel frequency by up te 1.3 KHz Although this control
ig intended primanly o fune in S5B  signals, it may be used 1w
pptimize AN signals as desenbed i the Operating Frocadura
paragraphs.

9. CHANNEL SELECTOR : This control iz used 10 select a desired
transil and receive channel.

10, FRONT PAMEL METER : The Froml Pansl BMeter allows the user
1o maniter signal sirength, BF cutput power and 3% R, level

11, NE/ANL/OFF SWITCH : In the AML position, only the Autematic
Noise Limiler in ihe audico circuits is activated. When the switch is
place i the ANL+ME position, the RF Meise Blanker 15 alse activated.
The RF Moise Blanker is very sffective in ehinunating, rapetitive impulss
noiss such a3 ignition interference.

12. CB/PA SWITCH : Selects the mode of aparation In the PA positicn,
the transceiver acts as a public address amplifier. Before operating in
the PA mede, you must first coanect an external PA speaker to the PA
jack on the rear panal In the CB mede, the PA function is disabled.

13, TONE HLLO SWITCH : This switch shapes audio rasponse. [n the
L positien, the base is increased and in the HI position, the Lrebie i
increased

(890x617x16M jpeq)

14, BRT/DIM SWITCH : Contral 1he brightness of the meter and LED
channel indicator for cptimumm intensiry for night-time driving,

. TH/RX LED : The red LED jmlicates the umit iz 0 the transmit
mo:i_. The green LED indicatas the umit s in the receive made.

6. CHANNEL DISPLAY : The channel display indicatas the current
selected channel.
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1. ANTENMNA ¢ Thisjack accepts 30 Ohms coaxial cable with & PL- 259

type P]u;:‘
1. PDWEJR (VZ gooopts 1AV DO power cable with built-in fuse, The
pawer md. pm@d d with the radie has & black and red ware. The

Q /Jala.ck g,cees 10 the negative and the rad goes to the positive

/
C Th;; co |s usad for an external frequency counter, It
icate the fnée{/ the salected channel.

PA.SP. _,1 k is for PA operation. Before oparating, you must
['Lre.l .'-\ speaker (8 ohms, $30 10 this Jack.

S/Eﬁs[ /P This jack accepts 4 1o & ohims, 4 watts external speaker.
‘\Wlfun the external speaker is comneoted Lo fhis jack, the builtan
\sp¢/ﬂ.k_°1' will b2 disabied.
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