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CHAPTER 1 SPECIFICATIONS

GENERAL
Frequency Rangs
Channels
Fragquency Contral
Frequency Stability
Temperaure Rangs
Lnput Vollags
Antenna Impedance
Size

Weplht

TRANSMITTER
RF Power Ouiput
Carrier Emizsion
Spunous Ennssion
Audio Distortion
Freguency Responss
Migrophons

RECEIVER
Sensitivity far 10 4B (S+MyN

Squelch Sensilivily
linage Bajection
AGET Figure of Marit
Amdie Responze

233 - 27 405 MHz

40

Phase-Lock-Loop ¢ FLL ) Symihesizer
(U] e

-MPC o H50FC

13.8v DC

S0 Ohins

TUR (W kD 147 (D)% 2 W8 (H)
3 s

AN AN @ S5H 12W PEP
55 dB

-55 dB

10¥a

300 10 2500 Hx
Drynamic

= 10 uWV (AM)

<050V (S5E)

205 uY

hiore than 65 dB

100 mY for 10 dB Change i Audie Cutput
300 to 2500 Hz

( SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE |
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CHAPTER 2 INST

LOCATION
Flan the locavien of the tansceiver and microphene brackel before
starting the instzllation. Select a lecation that is convenient for cperation
and docs nol imerfars with the driver or passengers. In amiomobiles, the
transeziver is usually mounted below the dash panal with the microphone
bracke: besice it

MOUNTING THE RADIO
The transceiver is supplied with @ universal mounting bracket. When

meunting the bracket and radio to your car, make suse it is mechanically

ts. re crilling, the hales,
.ﬁigstallati.on of the moumnting

. Connect the antanna cable plug e standard reeeptacle on the rear

[

panel. Most ransegiver antennas

plug and maie
Connect th.e red
This wirg ex

+13.8Y D‘C

..u

termunated with a fype PL-259
(ha ANT recepracle.

wer input wirs (with the fuse) to +13.8% DC.
the rear panel. In automobils installation,

uspaih cbramed from the accessory comtact on the

:gmtmn s\.\' I:LT}us pravents the set being left en accidentally when
S (e | dmrer leaves the car and also parmits aparating the unit witheut

:he\{n,gme running, anmx: the accessory contact on most ignition
3 t{:heslﬁ uaung 1&% wer wire from the AM broadeast receiver in

1 I. R O
\Cmmm t]l;ﬁ:; id 1o -13.8W DC. Thus is usually the chassis of the

car. Any-domvemient lecation with good electrical conlact (remeove
pﬂm}}%& usird.
=] Mg@t 1he microphone brackst an the right side of the transcaiver of
wueamhe Iransceiver, using two screws supplisd, When mounting in an
11].&:10‘;:”@ place the bracket under the dash so that the microphone 13
readily accestible BT
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