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e vern corel®l Bof to cut ton mwch of one e, as aee IF IE S il can
e fongar e logthano

The whip 15 casily cut by filing a notch all the way arcund and breaking
the piece off wiil pliers

[

If you are having difficuliies in adjnsting wour anenna, check {he
followings -

A All dosrs sl ke close when ;|:|j|,|sli1|.g the anianna

b Blake sure the antenna base is grounded.

c. Check your ceaxial cable rewting (it may be pinched when rooted into
the car)

d. Trv a different locaton en your car (keeping, in mind the radiation
pattern vou wish. )

e Iz the antenna perfs::ﬂ}- vartical?

f. Try a differant location in your ngighborheod. Siay away from largs

metal ebgects when adjusting {metal lelephone or lamp post, fences,
et

NOTE
The transceiver will operate into an SR, of 2 1o 1
indefinitely and sustain an 5.W.R. of 20:1 for a max-

imum of 5 minutes ot eated sperating conditions.

EXTERNAL SPEAKER

The axternal spaakar jack (EXT, SF) on the rear panel is used for ramota
raceivar monitering. The exigrnal speaker should have 3 Ohms inpadances
and be able to handle at least 4 watts. When the exiernal speaker is
plugged in, the internal speaker is disconnected.

FUBLIC ADDRESS

To use the transceiver as a public address system, connect an external 3
Chmes speaker (4 watts minimum) to the PA 5P jack located on the rear
pan®l. Direct speaker away from the microphone to prevent acoustic
feedback. Physical separation or isolation of the microphens and speaker
I imponam whan c-pefming_ﬂ"e PA ar high anarp levals
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~ CHAPTER3 OPERATIUN

FRONT PANFEL
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and the power 1o the rad
clockwise Turning the knob
Teceiver.

turn e radio on, rotate the knob
er will mcrease the velume of the

N
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2 SQUELEII CONTROL : This conirol is used to eliminste
backgoy ing heard through the receiver which can be
disturhi qé ansmissions are being, received. To use this
Fu;qn. a mdélc- wently tarn the switch counterclockwise until 1le
S\M\ch /p{m further. Then twen the switch clockwise antil the

S (\hKWnd ficnse is just elimingted. If you turn the switch tee fan in &

thgtmme diraction, arul.l. may not be able 1o hear weak transmissions,
) A

GAIN (©0 o L : A strong signal can overpower the RF
wfiplifier. This trol iz used to reduce the gain from sirong, signals
NS
4. 5% NTROL : This conirol allows the wser to calibrate the
SM R reter, which is used to match the antenna o yeur radia
)|
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